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Vitesse (SIC 4581) 
Sublessee of Vitesse: C&S Aviation 
 
 
Vitesse is an aircraft storage and maintenance facility at Dallas Love Field.   
 
The hangar drains are connected to a 550-gallon oil/water separator prior to discharge to the 
municipal sanitary sewer.  The tarmac drains to a 550-gal oil/water separator which is connected to 
the storm sewer.  Aircraft are occasionally washed inside hangar.   
 
Inside the maintenance hangar, the machine shop drains pass through a carbon filtration system 
before discharge into the sanitary sewer.  A contained booth inside the hangar is dedicated to painting 
aircraft components.  It is often necessary to remove chromate-containing paint from aircraft; the 
waste generated from this process is kept in containment until proper disposal by an approved 
contractor.  All raw materials are kept inside the hangar, inside a bermed closet.  Small amounts are 
aliquoted for daily use. All waste products are stored indoors on secondary containment. 
 
Two underground storage tanks, fiberglass, each with a 12,000-gallon capacity are maintained on the 
premise and contain Jet A fuel.  An additional 1,000-gallon UST contains AvGas.  These tanks are 
inspected and cleaned annually.  They are equipped with leak detection systems. No deicing 
activities are conducted at this facility. 
 
 
 

Chemical Inventory 
Item Quantity/Where stored Comments 

Voltz 1 drum  
Paint 30 gallons/flammable cabinet  
Paint stripper 35 gallon/covered, indoors  
Methyl Ethyl Ketone 5 gallon/flammable cabinet  
Acetone 5 gallon/flammable cabinet  
Isopropyl alcohol 5 gallon/flammable cabinet  
Hydraulic fluid 40 gallons/in stock room  
Jet A fuel 2 12,000-gal UST  
Used Oil 2-55 gallon drums indoors  
New Oil 5 cases indoors  
AvGas 1 1,000-gal UST  
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